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*DISCLAIMER*
THESE INSTRUCTIONS ARE FOR USE ON INSTALLING ISC N1 COILOVERS. ISC-NA OR ITS AFFILIATES ARE NOT
RESPONSIBLE FOR ANY FAILURES OR DAMAGE AS A RESULT OF IMPROPER INSTALLATION OR SETUP.

Subaru Impreza 02-07

(08~ models are very similar but vary some)
Strut Removal

1. Carcfully raise the car and put it sceurcly on Jack stands. Use factory specified jacking
locations

2. Once in the Air remove the wheels and Record the current camber settings by using a
silver sharpic o light colored grease pen on the control arm bolts. Be sure to carcfully
mark the factory cam bolt position (although an alignment is recommended after coil over
install).
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4. Clean the chassis for dirt and debris that have built up over time and then fit the upper
‘mount or camber plate into the chassis opening. Once in place be sure to tighten all the
nuts that attach the coil over to the chassis on the top side.

5. Once you have the top tightened up you will need to get  rough adjustment on ride
height. You do this by threading the lower mount clockwise or counter clockwise
depending on if you want to lower or raise the ride height. Keep in mind you can fine
tune the ride height once the coil over are installed on the car as well but this is much
simpler to do if you are close to where you want o be to begin with.
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6. Once ride height is set you then need to attach the coil over to the hub using the factory
bolt that you removed earlier, followed by reattaching the brake lines and ABS sensor as
well as sway bar end links if you disconnected them

7. Once you have double checked all the hardware to be sure it is tight put the wheels back
on and TQ the luck nuts to spec and admire your new stance!
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. We need to now position the lower mount and the upper mount to install the coil over in
the car. The lower mount should be positioned to where the holes are facing outward,
You want to have the upper mount positioned so that the camber adjustment is positioned

ina—manner andnota/ or \. If they are not positioned — then check to be sure you have
the correct side.
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Coil over install prep

1. Open and inspect coil overs for all included hardware and parts. Also inspeet for any
damage that might have occurred during shipping.

2. Once you have verified the condition of your coil overs and are satisfied with them, We
will need to set the preload on the coil overs. We recommend starting at 5mm or ¥ inch
preload. Preload in layman’s terms is the amount you compress the spring before the
load of the car is applied to it. To preload the spring you need to back the collars off until
all the tension has been released off of the spring. You then measure the total spring
length and slowly turn the adjustment rings to put tension on the spring and you do that
until you have compressed the spring % inch shorter. So if your spring is 7 inches long
un loaded you will preload it to a total length of 6 % inches long. Once you have it
preloaded to where you want it make sure to tighten the collars prior to installing the coil
overs on the car.





image5.jpg
3. Remove brake and ABS lincs from the factory struts and secure them out of the way
using zip ties.

4. Now remove the two bolts holding the strut to the control arm. Be sure if using an
impact you keep the cam bolt still and impact the nut off. Failure to do this correctly
could result in damage of the cam bolt. You can also loosen or remove the sway bar end
link for easier installation.

5. Now remove the 3 bolts that hold the struts to the chassis. Keep in mind that once you
remove the last nut the strut will drop. Be sure to have an extra set of hands around to
help lower the strut from the chassis.





